8" Bass HDA cone 8 ohms

@187

4x @55 sur @ 217.7

Nominal impedance. .. 8 ohms

Resonance ......... 32.04 Hz
Power handling (Ec) .. ... 70W
Sensitivity (2.83viim) . ... 90.7 dB
Resistance (pc). . ... 6.24 ohms
Inductance ......... 1.44 mH
XMAKe s w5 s wrws ¢ msms +4.4 mm
QUMNIS: & 54 5 5 5 4w 506 0 0 50 & 35 3.24
Qes .....civiiiiiieas 0.37
Qts...........civvvnnn. 0.33
NIAS & o e 7 0 5 0w 5 86.24 |

Voice coil diam
Voice coil length

Force factor
Moving mass

Cone material
Suspension

Non resonant die as chassis
High loss rubber surround

High temperature voice coil

5.64 msec
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........ 37 mm
..... 14.8 mm
.............. kapton
.................. 1
............... flat =
........ 8.40 NA'
........ 20.71 gr -42.0
.......... HDA a0
.......... rubber oo
............. die cast ) ‘
............ 2.2 kg

1000.0 10000.0

HM210Z212

0 ohms

European web site : http:/iww.audax.fr

Audax Industries - Chateau du Loir (72) - France
Pho +33 2 4338 42 00 - Fax + 33 2 43 44 12 02



